SCREWDRIVING SPINDLE
WITH SCREW FEEDER

Equipment contents (as shown on the picture):

Pneumatic screwdriving spindle
- Torque adjustable
- Switch-off clutch
- Push-start

Screw feeder
- Vibratory bowl feeder
- Programmable control
- Maintenance unit

Handpiece / Mouthpiece
- Fitted to screw and workpiece
- Incl. screw retention
- Incl. bit

Stand turnable 360°
- Vertical way 260 mm
- Horizontal way 200 mm

Name    SSZ - M 500/900 (medium)    SSZ - L 500/900 (large)
Article number    150 963 200 / 150 963 201    150 963 300 / 150 963 301
Torque range    0,04 – 1,0 Nm    0,4 – 3,5 Nm
Filling capacity    0,6 Liter    1,0 Liter
Spindle speed    500 or 900 1/min    500 or 900 1/min
Screw length    4-25 mm    7-55 mm
Screw head Ø    2,3 – 8,0 mm    5,0 – 12 mm
Screw thread Ø    1,3 – 4,2 mm    2,5 – 6,0 mm

Especially in the batch production reliable tools are very important to guarantee an error-free production process. The BIAX screwdriving spindles with automatic screw feeder are the best solution for mass screwing. The system consists only of components of highest quality and reliability! It is compact, easy in operation and adjustment, and absolutely ergonomic!